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KM 80-520 C1

Blasenspeicher defekt

General
Manufacturer Krauss Maffei
Year of manufacture 1998
Time of delivery auf Anfrage
Freight base EXW D-31535 Neustadt

Technical data
Closing force (kN) 0800 kN
Clamping plate (mm) 610×610
Spar spacing (mm) 405×405
Installation height (mm) 250
Panel distance (mm) 750
Control System MC3
Language german

Injection unit
Screw diameter (mm) 45
Spray pressure (bar) 1878
Displacement (cm³) 275
Pump drive power (kW) 18,5
Heating power (kW) 13
Oil filling (l) 270
Dimension (m) 4,3 x 1,4 x 2,1
Total weight (to.) 3,7
Painting RAL 1013

https://www.pro-tech.de/en/hersteller/krauss-maffei-en/
https://www.pro-tech.de/en/baujahr/1998-en/
https://www.pro-tech.de/en/lieferzeit/auf-anfrage-en/
https://www.pro-tech.de/en/frachtbasis/exw-d-31535-neustadt-en/
https://www.pro-tech.de/en/schliesskraft/0800-kn-en/
https://www.pro-tech.de/en/aufspannplatte/610x610-en/
https://www.pro-tech.de/en/holmabstand/405x405-en/
https://www.pro-tech.de/en/einbauhoehe/250-en/
https://www.pro-tech.de/en/plattenabstand/750-en/
https://www.pro-tech.de/en/steuerung/mc3-en/
https://www.pro-tech.de/en/bildschirmtext/deutsch-en/
https://www.pro-tech.de/en/schneckendurchmesser/45-en/
https://www.pro-tech.de/en/spritzdruck/1878-en/
https://www.pro-tech.de/en/hubvolumen/275-en/
https://www.pro-tech.de/en/pumpenantriebsleistung/185-en/
https://www.pro-tech.de/en/heizleistung/13-en/
https://www.pro-tech.de/en/oelfuellung/270-en/
https://www.pro-tech.de/en/abmessungen/43-x-14-x-21-en/
https://www.pro-tech.de/en/gesamtgewicht/37-en/
https://www.pro-tech.de/en/lackierung/ral-1013-en/
mailto:info@pro-tech.de
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Storage location D-31535 Neustadt

https://www.pro-tech.de/en/lagerort/d-31535-neustadt-en/
mailto:info@pro-tech.de

